Thermometer EKA 151

Introduction and application

The thermometer is an independent unit for The thermometer operates in conjunction
showing the temperature at a refrigerating with a PTC temperature sensor which must
point. Design and mounting same as the other be 1000 ohm at 25°C.
controllers in the Danfoss EKC 200 series. The sensor can be supplied with the ther-
mometer.
Technical data Supply voltage 230 V +10/-15%, 50/60 Hz, 2.5 VA
Sensor connection PTC 1000 ohm at 25°C

fx. type EKS 111
Cable length = max. 10 m

Display LED-three digits with 1 decimal
Measurement range -60 to +50°C
Degree of accuracy +/-1 Kin range 0 to +10°C

+/-2 K in range below 0°C
+/-2 K in range above 10°C

Enclosure IP 54
Ambient temperature During operation -5 to 55°C
During transport: -40 to +70°C
Approvals EN 60730-1 and EN 60730-2-9
EN 50081-1 and EN 50082-1
Sensor type EKS 111 Accuracy +/-1.3 K at 25°C

+/-3.0 K at -55°C
+/-3.5 K at +100°C

Measurement range -55 to +100°C
Temperature range for -30 to +80°C
cable

Density IP 67

Further technical data for EKS 111: Please see technical brochure RD.5F.L.
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Ordering Type Description Code no.
Thermometer 084B7023
EKA 151
Thermometer and 084B7623

EKS 111 with 1.5 m cable

Danfoss can acceptno responsibility for possible errors in catalogues, brochures and other printed material. Danfoss reserves the right to alter its products without notice. This also applies to products

already on order provided that such alternations can be made without subsequential changes being necessary in specifications already agreed.
Alltrademarks in this material are property of the respecitve companies. Danfoss and Danfoss logotype are trademarks of Danfoss A/S. All rights reserved.
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